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ABOUT THIS DOCUMENT

ORIGINAL INSTRUCTIONS

This manual provides information for the standard jGun® DIGITAL Single Speed Pneumatic Torque Tool.

Models: jGun® DIGITAL Single Speed: DJ-.25, DJ-5, DJ-1, DJ-2, DJ-3, DJ-5, DJ-6.5, DJ-8

Notice. The information contained in this document is subject to change without notice. HYTORC makes no warranty of any kind with regard to
this material, including but not limited to, the implied warranties of merchantability and fitness for a particular purpose. HYTORC shall not be liable
for errors contained herein or for incidental or consequential damages in connection with the furnishing, performance, or use of this material. It is
further recommended that the end-user or repair technician ensure they have obtained and are familiar with the latest revision of the manual for the

equipment outlined in this document.

Restricted Rights Legend. Use and duplication of the information contained within this manual is limited to the purchaser, end user, or licensed
HYTORC representative. It is recommended that proper training for the equipment outlined in this manual be conducted by a HYTORC-authorized
training representative for any person who is operating or repairing the equipment outlined in this document. Modification of, or disclosure by any
other agency or representative is strictly forbidden.

Product Modifications. HYTORC DOES NOT ALLOW any of the products listed in this manual to be modified by any end user without exception.
Should an application require a modification to the tool or any of the standard accessories please consult with your local HYTORC representative and
they will be able to obtain the assistance for any modification that may be required.

jGun® is a registered trademark of HYTORC.

Copyright ® 2024 HYTORC All Rights Reserved. Reproduction, adaptation, or translation without prior written permission is prohibited, except as

allowed under the copyright laws.

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC Rules. These
limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses and
can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio
communications. However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful
interference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct
the interference by one or more of the following measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

- Consult the dealer or an experienced radio/TV technician for help.

NOTICE OF PROPRIETARY RIGHTS: HYTORC Division UNEX Corporation ("HYTORC") is the owner of all content included in this document and all right, title and interest to such content shall
remain with HYTORC. COPYRIGHT NOTICE: ® 2024 HYTORC. Any unauthorized use or distribution of any material from this document, without HYTORC's written permission, is strictly prohibited.
TRADEMARK NOTICE: This document contains numerous registered trademarks and servicemarks of HYTORC in the U.S. and other countries. PATENT NOTICE: Products in this document are
covered by numerous registered and/or pending patents in the U.S. and other countries.
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ABOUT THIS DOCUMENT (CONT'D.)

Warranty. The jGun® DIGITAL Single Speed Pneumatic Torque Tool has a one-year limited warranty. Every tool is tested before leaving the factory
and is warranted to be free from defects in workmanship and materials. HYTORC will repair or replace, without charge, any tool which, upan
examination, proves to be defective in workmanship or materials for one (1) year after the date of purchase. This warranty does not cover damage
resulting from repairs made or attempted by unauthorized repair facilities. The repair and replacement remedies described herein are exclusive. In no
event shall HYTORC be liable for any incidental, special, or consequential damages, including loss of profits. This warranty is exclusive and in lieu of
all other warranties or conditions, written or oral, expressed or implied for merchantability or fitness for particular use or purpose. This warranty gives
you specific legal rights. You may also have other rights that vary from state to state and province to province. In those states that do not allow the
exclusion of implied warranties or limitation of incidental or consequential damages, the above limitations or exclusions may not apply to you. If you
have questions about the warranty, contact our customer service center at 201-828-5270.

Printed in the USA. March 2024
Complies with standards publication BS EN 82079-1:2012
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1. GENERAL SAFETY INFORMATION

A WARNING! Read all safety warnings designated by the A symbol and all instructions.
@ WARNING! Read all instructions before use. To reduce the risk of injury user must read manual.

Instructions in this section are compliant with ISO-11148-6:2012 and 1S0-12100:2010.

1. GENERAL

= Employer Responsibility: The user's employer shall assess the specific risks that can be present as a result of
each use.

» Maintenance Instructions: General maintenance recommendations included in this document include care and
handling instructions (see Section 4) and cleaning the filters (see Section 6).

= Special Markings on the Tool: There are no special markings or symbols on the tool.

= Residual Risks: When this tool is used for its intended purpose by trained individuals equipped with adequate
personal protective equipment according to the instructions in this document, there are no known residual risks.

= Statement of Use: The jGun DIGITAL Single Speed Pneumatic Torque Tool is intended for use in tightening
fasteners with controlled torque in heavy duty industrial bolting applications.

= Trained User Only: This tool should be used only by fully trained personnel, and this document is written only for
trained professionals. This tool should not be used without proper training and supervision. Contact HYTORC for
additional information on receiving proper training for this tool.

2. GENERAL SAFETY RULES

= Maintenance must be performed by a qualified HYTORC technician.

= Operating the tool in any fashion other than as described herein can result in serious bodily injury and is
forbidden.

= For multiple hazards, read and understand the safety instructions before installing, operating, repairing,
maintaining, changing accessories on, or working near the assembly power tool for threaded fasteners (the "tool”).
Failure to do so can result in serious bodily injury.

= Only qualified and trained operators should install, adjust or use the tool.

= Do not modify this tool. Modification of the tool invalidates the warranty and can reduce the effectiveness of safety
measures and increase the risks to the operator.

= Do not discard the safety instructions; give them to the operator.

= Do not use the tool if it has been damaged.

= Tools shall be inspected periodically to verify that the ratings and markings are legibly marked on the tool. The
employer/user shall contact the manufacturer to obtain replacement marking labels when necessary.

3. PROJECTILE HAZARD

= Failure of the workpiece, of accessories or even of the inserted tool itself can generate high-velocity projectiles.

= Always wear impact-resistant eye protection during operation of the tool. The grade of protection required should
be assessed for each use.

= Ensure that the workpiece is securely fixed.

-

HYT®RC



4. ENTANGLEMENT HAZARDS

|E

= Entanglement hazards can result in choking, scalping and/or lacerations if loose clothing, personal jewelry,
neckwear, hair or gloves are not kept away from the tool and accessories.

= Gloves can become entangled with the rotating drive, causing severed or broken fingers.

= Rotating drive sockets and drive extensions can easily entangle rubber-coated or metal-reinforced gloves.

= Do not wear loose-fitting gloves or gloves with cut or frayed fingers.

= Never hold the drive, socket or drive extension while operating tool.

= Keep hands away from rotating drives.

5. OPERATING HAZARDS

= The use of the tool can expose the operator’s hands to hazards including crushing, impacts, cuts and abrasions
and heat. Wear suitable gloves to protect hands.

= Operators and maintenance personnel must be physically able to handle the bulk, weight and power of the tool.

= Hold the tool correctly; be ready to counteract normal or sudden movements and have both hands available.

= Maintain a balanced body position and secure footing.

= In cases where the means to absorb the reaction torque are requested, it is recommended to use a suspension
arm whenever possible. If that is not possible, side handles are recommended for straightcase and pistol-grip
tools. Reaction bars are recommended for angle nutrunners. In any case, it is recommended to use a means to
absorb the reaction torque above 4 N-m for straight tools, above 10 N-m for pistol-grip tools, and above 60 N-m for
angle nutrunners.

= Release the start-and-stop device in case of an interruption of the energy supply.

= Use only lubricants recommended by the manufacturer.

= Beware of crushing hands between tool and workpiece, especially when unscrewing.

6. REPETITIVE MOTIONS HAZARDS

= When using tool the operator can experience discomfort in hands, arms, shoulders, neck, or other parts
of the body.

= The operator should adopt a comfortable posture while maintaining secure footing and avoiding awkward or off-
balanced postures. The operator should change posture during extended tasks to help avoid discomfort and fatigue.

= If the operator experiences symptoms such as persistent or recurring discomfort, pain, throbbing, aching, tingling,
numbness, burning sensations or stiffness, these warning signs should not be ignored. The operator should tell the
employer and consult a qualified health professional.

7. ACCESSORY HAZARD

= Disconnect tool from the energy supply before changing the inserted tool or accessory.

= Do no touch sockets or reaction arms during use, as this can cause serious injury.

= Use only sizes and types of accessories that are recommended by the tool manufacturer.

= Use only impact grade sockets in good condition, as sockets in poor condition can shatter and become a projectile.

8. WORKPLACE HAZARDS

= Slips, trips and falls are major causes of workplace injury. Be aware of slippery surfaces caused by the use of the
tool and also of trip hazards caused by the air line or hydraulic hose.

= Proceed with care in unfamiliar surroundings. Hidden hazards, such as electricity or other utility lines, can exist.

= Thetool is not intended for use in potentially explosive atmospheres and is not insulated against electric power.

= Make sure there are no electrical cables, gas pipes, etc., that can cause a hazard if damaged by use of the tool.
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